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Nuclear Regulatory Commission § 34.83

storage container in which the sealed
source is located;

(2) The identity and signature of the
radiographer to whom assigned; and

(3) The plant or site where used and
dates of use, including the dates re-
moved and returned to storage.

(b) The licensee shall retain the logs
required by paragraph (a) of this sec-
tion for 3 years after the log is made.

§ 34.73 Records of inspection and
maintenance of radiographic expo-
sure devices, transport and storage
containers, associated equipment,
source changers, and survey instru-
ments.

(a) Each licensee shall maintain
records specified in § 34.31 of equipment
problems found in daily checks and
quarterly inspections of radiographic
exposure devices, transport and storage
containers, associated equipment,
source changers, and survey instru-
ments; and retain each record for 3
years after it is made.

(b) The record must include the date
of check or inspection, name of inspec-
tor, equipment involved, any problems
found, and what repair and/or mainte-
nance, if any, was done.

§ 34.75 Records of alarm system and
entrance control checks at perma-
nent radiographic installations.

Each licensee shall maintain records
of alarm system and entrance control
device tests required under § 34.33 and
retain each record for 3 years after it is
made.

§ 34.79 Records of training and certifi-
cation.

Each licensee shall maintain the fol-
lowing records (of training and certifi-
cation) for 3 years after the record is
made:

(a) Records of training of each
radiographer and each radiographer’s
assistant. The record must include
radiographer certification documents
and verification of certification status,
copies of written tests, dates of oral
and practical examinations, and names
of individuals conducting and receiving
the oral and practical examinations;
and

(b) Records of annual refresher safety
training and semi-annual inspections
of job performance for each

radiographer and each radiographer’s
assistant. The records must list the
topics discussed during the refresher
safety training, the dates the annual
refresher safety training was con-
ducted, and names of the instructors
and attendees. For inspections of job
performance, the records must also in-
clude a list showing the items checked
and any non-compliances observed by
the RSO.

§ 34.81 Copies of operating and emer-
gency procedures.

Each licensee shall maintain a copy
of current operating and emergency
procedures until the Commission ter-
minates the license. Superseded mate-
rial must be retained for 3 years after
the change is made.

§ 34.83 Records of personnel moni-
toring procedures.

Each licensee shall maintain the fol-
lowing exposure records specified in
§ 34.47:

(a) Direct reading dosimeter readings
and yearly operability checks required
by § 34.47 (b) and (c) for 3 years after
the record is made.

(b) Records of alarm ratemeter cali-
brations for 3 years after the record is
made.

(c) Reports received from the film
badge or TLD processor until the Com-
mission terminates the license.

(d) Records of estimates of exposures
as a result of: off-scale personal direct
reading dosimeters, or lost or damaged
film badges or TLDs, until the Com-
mission terminates the license.

EFFECTIVE DATE NOTE: At 65 FR 63752, Oct.
24, 2000, § 34.83 was amended by revising para-
graphs (c) and (d), effective Jan. 8, 2001. For
the convenience of the user, the revised text
appears as follows:

§ 34.83 Records of personnel monitoring
procedures

* * * * *

(c) Personnel dosimeter results received
from the accredited NVLAP processor until
the Commission terminates the license.

(d) Records of estimates of exposures as a
result of: off-scale personal direct reading
dosimeters, or lost or damaged personnel
dosimeters until the Commission terminates
the license.
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