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Nuclear Regulatory Commission § 50.68

1 The fission product release assumed for
these calculations should be based upon a
major accident, hypothesized for purposes of
design analyses or postulated from consider-
ations of possible accidental events, that
would result in potential hazards not exceed-
ed by those from any accident considered
credible. Such accidents have generally been
assumed to result in substantial meltdown of
the core with subsequent release of appre-
ciable quantities of fission products.

2 2 The use of 0.25 Sv (25 rem) TEDE is not
intended to imply that this value constitutes
an acceptable limit for emergency doses to
the public under accident conditions. Rather,
this 0.25 Sv (25 rem) TEDE value has been
stated in this section as a reference value,
which can be used in the evaluation of pro-
posed design basis changes with respect to
potential reactor accidents of exceedingly
low probability of occurrence and low risk of
public exposure to radiation.

§ 50.67 Accident source term.
(a) Applicability. The requirements of

this section apply to all holders of op-
erating licenses issued prior to Janu-
ary 10, 1997, and holders of renewed li-
censes under part 54 of this chapter
whose initial operating license was
issued prior to January 10, 1997, who
seek to revise the current accident
source term used in their design basis
radiological analyses.

(b) Requirements. (1) A licensee who
seeks to revise its current accident
source term in design basis radio-
logical consequence analyses shall
apply for a license amendment under
§ 50.90. The application shall contain an
evaluation of the consequences of ap-
plicable design basis accidents 1 pre-
viously analyzed in the safety analysis
report.

(2) The NRC may issue the amend-
ment only if the applicant’s analysis
demonstrates with reasonable assur-
ance that:

(i) An individual located at any point
on the boundary of the exclusion area
for any 2-hour period following the
onset of the postulated fission product
release, would not receive a radiation
dose in excess of 0.25 Sv (25 rem) 2 total
effective dose equivalent (TEDE).

(ii) An individual located at any
point on the outer boundary of the low
population zone, who is exposed to the
radioactive cloud resulting from the
postulated fission product release (dur-
ing the entire period of its passage),

would not receive a radiation dose in
excess of 0.25 Sv (25 rem) total effective
dose equivalent (TEDE).

(iii) Adequate radiation protection is
provided to permit access to and occu-
pancy of the control room under acci-
dent conditions without personnel re-
ceiving radiation exposures in excess of
0.05 Sv (5 rem) total effective dose
equivalent (TEDE) for the duration of
the accident.

[64 FR 72001, Dec. 23, 1999]

§ 50.68 Criticality accident require-
ments.

(a) Each holder of a construction per-
mit or operating license for a nuclear
power reactor issued under this part or
a combined license for a nuclear power
reactor issued under part 52 of this
chapter, shall comply with either 10
CFR 70.24 of this chapter or the re-
quirements in paragraph (b) of this sec-
tion.

(b) Each licensee shall comply with
the following requirements in lieu of
maintaining a monitoring system capa-
ble of detecting a criticality as de-
scribed in 10 CFR 70.24:

(1) Plant procedures shall prohibit
the handling and storage at any one
time of more fuel assemblies than have
been determined to be safely subcrit-
ical under the most adverse modera-
tion conditions feasible by unborated
water.

(2) The estimated ratio of neutron
production to neutron absorption and
leakage (k-effective) of the fresh fuel in
the fresh fuel storage racks shall be
calculated assuming the racks are
loaded with fuel of the maximum fuel
assembly reactivity and flooded with
unborated water and must not exceed
0.95, at a 95 percent probability, 95 per-
cent confidence level. This evaluation
need not be performed if administra-
tive controls and/or design features
prevent such flooding or if fresh fuel
storage racks are not used.

(3) If optimum moderation of fresh
fuel in the fresh fuel storage racks oc-
curs when the racks are assumed to be
loaded with fuel of the maximum fuel
assembly reactivity and filled with
low-density hydrogenous fluid, the k-
effective corresponding to this opti-
mum moderation must not exceed 0.98,
at a 95 percent probability, 95 percent
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