Nuclear Regulatory Commission

security or to the health and safety of
the public, the Commission prior to
following any of the procedures pro-
vided under sections 551-558 of title 5 of
the United States Code, may cause the
taking of possession of any special nu-
clear material contained in spent fuel
held by the licensee.

§72.62 Backfitting.

(a) As used in this section, backfitting
means the addition, elimination, or
modification, after the license has been
issued, of:

(1) Structures, systems, or compo-
nents of an ISFSI or MRS, or

(2) Procedures or organization re-
quired to operate an ISFSI or MRS.

(b) The Commission will require
backfitting of an ISFSI or MRS if it
finds that such action is necessary to
assure adequate protection to occupa-
tional or public health and safety, or to
bring the ISFSI or MRS into compli-
ance with a license or the rules or or-
ders of the Commission, or into con-
formance with written commitments
by a licensee.

(¢c) The Commission may require the
backfitting of an ISFSI or MRS if it
finds:

(1) That there is a substantial in-
crease in the overall protection of the
occupational or public health and safe-
ty to be derived from the backfit, and

(2) That the direct and indirect costs
of implementation for that ISFSI or
MRS are justified in view of this in-
creased protection.

(d) The Commission may at any time
require a holder of a license to submit
such information concerning the
backfitting or the proposed backfitting
of an ISFSI or MRS as it deems appro-
priate.

Subpart D—Records, Reports,
Inspections, and Enforcement

§72.70 Safety analysis report updat-
ll'lg.

(a) Each specific licensee for an
ISFSI or MRS shall update periodi-
cally, as provided in paragraphs (b) and
(c) of this section, the final safety anal-
ysis report (FSAR) to assure that the
information included in the report con-
tains the latest information developed.

§72.70

(1) BEach licensee shall submit an
original FSAR to the Commission, in
accordance with §72.4, within 90 days
after issuance of the license.

(2) The original FSAR shall be based
on the safety analysis report submitted
with the application and reflect any
changes and applicant commitments
developed during the license approval
and/or hearing process.

(b) Each update shall contain all the
changes necessary to reflect informa-
tion and analyses submitted to the
Commission by the licensee or pre-
pared by the licensee pursuant to Com-
mission requirement since the submis-
sion of the original FSAR or, as appro-
priate, the last update to the FSAR
under this section. The update shall in-
clude the effects?! of:

(1) All changes made in the ISFSI or
MRS or procedures as described in the
FSAR;

(2) All safety analyses and evalua-
tions performed by the licensee either
in support of approved license amend-
ments, or in support of conclusions
that changes did not require a license
amendment in accordance with §72.48;

(3) All final analyses and evaluations
of the design and performance of struc-
tures, systems, and components that
are important to safety taking into ac-
count any pertinent information devel-
oped during final design, construction,
and preoperational testing; and

(4) All analyses of new safety issues
performed by or on behalf of the Ili-
censee at Commission request. The in-
formation shall be appropriately lo-
cated within the updated FSAR.

(c)(1) The update of the FSAR shall
be filed in accordance with §72.4, on a
replacement-page basis;

(2) The update shall include a list
that identifies the current pages of the
FSAR following page replacement;

(3) Each replacement page shall in-
clude both a change indicator for the
area changed, e.g., a bold Iline
vertically drawn in the margin adja-
cent to the portion actually changed,
and a page change identification (date
of change or change number or both);

(4) The update shall include:

1Effects of changes includes appropriate

revisions of descriptions in the FSAR such
that the FSAR (as updated) is complete and
accurate.
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