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such variables as changes in color, pat-
tern, print, or design, or minor vari-
ations in the amount or type of ingre-
dients in the finish formulation. Exam-
ples of finish types would be starch fin-
ishes, resin finishes or parchmentized 
finishes. 

(m) The definition of terms contained 
in section 2 of the act shall be applica-
ble also to such terms when used in 
rules promulgated under the act.

§ 1611.32 General requirements. 
(a) No article of wearing apparel or 

fabric subject to the act and regula-
tions shall be marketed or handled if 
such article or fabric, when tested ac-
cording to the procedures prescribed in 
section 4(a) of the act, is so highly 
flammable to be dangerous when worn 
by individuals. 

(b)(1) In the application of the re-
quirements of § 1611.3 of the Standard 
to any item of film, coated fabric, or 
wearing apparel, compute the average 
burn rate from five specimens burned 
transverse to the direction of proc-
essing and the average burn rate from 
an additional five specimens burned 
lengthwise to the direction of proc-
essing. If either the average burn rate 
from the five specimens burned trans-
verse or the average burn rate from the 
five specimen burned lengthwise ex-
ceeds 1.2 inches per second, the test re-
sults shall be interpreted as a failure. 

(2) To compute the average burn rate 
for each set of five specimens, at least 
two of the specimens must ignite and 
burn the stop cord for the specimen. 
However, if fewer than two specimens 
of any given set of five specimens ig-
nite and burn the stop cord for the 
specimen, the test results shall be in-
terpreted according to provisions of 
paragraphs (b)(2)(i) through (iii) of this 
section: 

(i) If no specimen ignites and burns 
the stop cord, the test results of that 
set of specimens shall be regarded as 
passing. 

(ii) If only one specimen of the set of 
five specimens ignites and burns the 
stop cord with passing results, the re-
sults of that set of specimens will be 
regarded as passing. 

(iii) If only one specimen of the set of 
five specimens ignites and burns the 
stop cord with failing results, test an-

other set of five specimens from the 
same direction of processing. Compute 
the average burn rate for all ten speci-
mens in the same direction of proc-
essing. If two or more of the 10 speci-
mens ignite and burn the stop cord, av-
erage the results from all 10 specimens 
which ignited and burned the stop cord. 
If only one of the 10 specimens ignites 
and burns the stop cord, the test is in-
conclusive. The Commission will take 
no enforcement action on the basis of 
that test. The Commission may con-
duct additional testing of the article of 
film, coated fabric, or wearing apparel, 
but the results of any inconclusive test 
shall not be averaged with results ob-
tained from any other test. 

[50 FR 7762, Feb. 26, 1985; 50 FR 11848, Mar. 26, 
1985]

§ 1611.33 Test procedures for textile 
fabrics and film. 

(a)(1) All textile fabrics (except those 
with a nitro-cellulose fiber, finish or 
coating) intended or sold for use in 
wearing apparel, and all such fabrics 
contained in articles of wearing ap-
parel, shall be subject to the require-
ments of the act, and shall be deemed 
to be so highly flammable as to be dan-
gerous when worn by individuals if 
such fabrics or any uncovered or ex-
posed part of such articles of wearing 
apparel exhibits rapid and intense 
burning when tested under the condi-
tions and in the manner prescribed in 
subpart A of this part, and identified as 
‘‘Flammability of Clothing Textiles, 
Commercial Standard 191–53’’. 

(2) Notwithstanding the provisions of 
paragraph (a)(1) of this section, coated 
fabrics, except those with a nitro-cel-
lulose coating, may be tested under the 
procedures outlined in part 1611, the 
flammability standard incorporated in 
the Commercial Standard promulgated 
by the Secretary of Commerce effective 
May 22, 1953, and identified as ‘‘General 
Purpose Vinyl Plastic Film, Commer-
cial Standard 192–53’’, and if such coat-
ed fabrics do not exhibit a rate of burn-
ing in excess of that specified in § 1611.3 
they shall not be deemed to be so high-
ly flammable as to be dangerous when 
worn by individuals. 

(b) All film, and textile fabrics with a 
nitro-cellulose fiber, finish or coating

VerDate May<13>2002 12:59 May 13, 2002 Jkt 197049 PO 00000 Frm 00624 Fmt 8010 Sfmt 8010 Y:\SGML\197049T.XXX pfrm17 PsN: 197049T


